Rigips

SAINT-GOBAIN

Declaration of Performance
DoP Ne: CAS0O/2016/1

1. Unique identification code of the product-type: CASOPRANO® ceiling tile, pattern: Casoroc,
Casostar, Casobianca, CasoAku, CasoMix, production date on carton and back side of tiles —
DD-MM-YY

2. Intended use: In building construction, for making suspended ceilings inside rooms.

3. Manufacturer: Saint-Gobain Construction Products Polska Sp. z 0.0. ul. Okrezna 16, 44-100
Gliwice, www.rigips.pl

4. Authorised representative: N/A

5. System of assessment and verification of constancy of performance: System 3

6. a) Harmonised standard: PN-EN 14190:2014 “Gypsum board products from reprocessing —
Definitions, requirements and test methods.”

Notified body: Instytut Techniki Budowlanej, ul. Filtrowa 1, 00-611 Warszawa, Nr 1488
b) European Technical Assessment (ETA): N/A
7. Declared performance

Essential characteristics Harmonised technical
from the Mandate Declared performance specification
Shear strength - 1] : NPD
Reaction to fire — R2F: A2-51,d0 (C1)
Water vapour permeability - p: NPD
Stability of ceiling elements - |: NPD
Flexural strength — F: Pass
PN-EN 14190: 2014
Impact resistance® - —I: See producer information*
Direct airborne sound insulation* - R See producer information*
Acoustic absorption® - a See producer information*
Thermal conductivity - A: 0,25 Wim*K
Dangerous substances - DS: NPD

*NOTE: These characteristics are system dependent and will be provided in producer’s literature based upon intended use

NOTE: Hazardous substances and Dangerous waste: None according to Reach regulation EC 1907/2006
8. Appropriate Technical Documentation: N/A
The performance of the product identified above is in conformity with the set declared

performances. This declaration of performance is issued, in accordance with Regulation (EU) No
305/2011, under the sole responsibility of the manufacturer identified above.

Signed for and on behalf of the manufacturer by:

(place and date of issue) (signature) Y/




